Implementing an 8-Bit 
Buffer in COPS™ 



Sometimes a COP microcontroller must input and/or output 
8-bit data; for instance, when handling ASCII data. In some 
applications, the processor must also provide temporary 
storage for 8-bit data before it is output. The COP instruction 
set and RAM structure lend themselves very nicely to pro- 
viding a 32 digit, 8-bit buffer for a solution to these applica- 
tions. 

Such a large buffer is possible using a COP440 or a 
COP444L The other members of the COP400 family with 
half as much RAM as these two would provide a 16 digit 8- 
bit buffer using the techniques described in this example. 
Four adjacent RAM registers (16 digits each) are required. 
Referring to Figure 1 , registers 4, 5, 6, and 7 are used for 
the buffer. Each RAM location contains 4 bits, so 2 loca- 
tions will be used to store a byte of data. But these RAM 
locations are not adjacent to each other. You will note that 
the MSD of digit number OA hex is in RAM location (4, A) 
while the LSD of the same digit is in RAM location (6, A). 
The 2 RAM locations CHARM and CHARL are used for tem- 
porary storage of an 8-bit value. 

In addition, 4 RAM locations are used for buffer pointers: 
those labelled IPM and IPL are the MSD and LSD of the 
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input pointer, and those labelled OPM and OPL are the 
MSD and LSD of the output pointer. Each pointer's function 
is to store an 8-bit counter whose value ranges from 00 hex 
thru 1 F hex. The input pointer's value is used for storing the 
temporary storage buffer contents into the digit with the 
same number. For example, if the input pointer equals 14 
hex, then the contents of CHARM would be stored in RAM 
location (5, 4) and the contents of CHARL would be stored 
in RAM location (7, 4). The output pointer's value is used for 
retrieving a digit from the buffer and putting it in CHARM and 
CHARL. For instance, if the output pointer equals 05 hex, 
then the contents of RAM location (4, 5) would be trans- 
ferred to CHARM and the contents of RAM location (6, 5) 
would be transferred to CHARL. 

A simple example of one possible application of the buffer is 
flowcharted in Figure 2. In this example, data is input to 
CHARM and CHARL, then stored in the buffer. An output 
device (a printer) is checked to see if it is ready to receive 
data. If it is, data is brought out of the buffer and put in 
CHARM and CHARL for output to the printer. 
Pages 3 and 4 contain a listing of the subroutines needed to 
perform the data transfers in the 32-digit, 8-bit buffer. 
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FIGURE 1. 8-Bit Buffer RAM Map 
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FIGURE 2. Buffer Example Flowchart 
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NATIONAL'S PRODUCTS ARE NOT AUTHORIZED FOR USE AS CRITICAL COMPONENTS IN LIFE SUPPORT 

DEVICES OR SYSTEMS WITHOUT THE EXPRESS WRITTEN APPROVAL OF THE PRESIDENT OF NATIONAL 
SEMICONDUCTOR CORPORATION. As used herein: 

1. Life support devices or systems are devices or 2. A critical component is any component of a life 



systems which, (a) are intended for surgical implant 
into the body, or (b) support or sustain life, and whose 
failure to perform, when properly used in accordance 
with instructions for use provided in the labeling, can 
be reasonably expected to result in a significant injury 
to the user. 



support device or system whose failure to perform can 
be reasonably expected to cause the failure of the life 
support device or system, or to affect its safety or 
effectiveness. 
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